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networkMaryland™ 
Layer 3 Virtual Private Routed Network (VPRN) Questionnaire
	If you have any questions regarding this form, please contact the NOC at 1-866-664-6963 or e-mail us at noc@networkmaryland.gov.

Instructions: 

1. Please provide us your Agency contact information with the address of the site you wish to add to the VPRN network, or modify within the network.
2. On page 2, please answer the applicable questions regarding your requested service addition or modification.




	Agency Name:      

	Site Address:      

	Person Authorizing Request:      

	Phone:      
	E-mail:     

	Technical Contact(s):      

	Phone:      
	E-mail:      

	Phone:      
	E-mail:      

	Date Submitted:      
	Project Name (if applicable):      


For networkMaryland™ Use

	Date Received:      
	Ticket #:      
	Lead Assigned:      

	Estimated Hours:      
	Total Cost:      
	CIO Approval:  FORMCHECKBOX 
 Y    FORMCHECKBOX 
 N


 FORMCHECKBOX 
 New VPRN/New Site in VPRN  (Complete one “Add a Site to a VPRN” page for each site in the VPRN)

 FORMCHECKBOX 
 Modify Existing VPRN (Complete Modify Existing VPRN  section)

Service ID          NMD       VPRN   (If this is a new VPRN, leave blank)

Add a Site to a VPRN

1. Is there an existing physical handoff  of layer 3 services available or will a new physical handoff be required:

 FORMCHECKBOX 
 A new physical handoff will be required

There is an existing handoff for an existing VPRN, SwGI, or Internet,
      NMD     CIRC


 FORMCHECKBOX 
 This handoff is 802.1q tagged, and our equipment supports VRF Lite, or is a firewall


 FORMCHECKBOX 
 This handoff is not 802.1q, but our equipment supports 802.1q and VRF Lite, or is a firewall

2. This site will need a bandwidth of       Mbps to the VPRN

3. Will route exchange occur via BGP or RIP; or will static routes be used? (Select One)

 FORMCHECKBOX 
 BGP (Private AS      )

 FORMCHECKBOX 
 BGP (Registered AS      )

 FORMCHECKBOX 
 RIPv2

 FORMCHECKBOX 
 Static

Subnet 1:    .   .   .    /   
Subnet 2:    .   .   .    /   
Subnet 3:    .   .   .    /   
4.  FORMCHECKBOX 
 This site should be the target for the default route (New VPRN Service only)

Modify Existing VPRN/Modify Site in the VPRN

1. Add New Site to Existing VPRN (Go to “Add a Site to a VPRN” section)

2. Add/Delete Subnet from an existing site:

Add 
Subnet     .   .   .    /    to 
     NMD      CIRC

Delete 
Subnet     .   .   .    /    from       NMD      CIRC

3. Modify Bandwidth for       NMD      CIRC into the VPRN to       Mbps

4. Modify maximum prefixes permitted in dynamic route exchange (default is 250)

a. Increase to      
5. Change the target for the default route to    .   .   .   
1

